Printer set-up information

Machine Baud Rate Data Bits Parity Stop Bits
Spazio 9600 8 None 1
Venezia 9600 8 None 1
Venezia-LX 9600 8 None 1
Piccolo Mattino 9600 8 None 1
Granmattino 9600 8 None 1
Zenith 9600 8 None 1
Brio 9600 8 None 1
Brio-250 9600 8 None 1
Colibri 9600 8 None 1
Hyperion 9600 8 None 1
Smart 9600 8 None 1
Starfood 9600 8 None 1
Spring 9600 8 None 1
Dual 9600 8 None 1
Zeta 9600 8 None 1

Recommended printer for above ( Citizen 1-DP3110-24RF230A)
Part Number 9210219
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Recommended Printer for above ( Citizen DP1012-0100U)
Part Number for printer kit 4951.15006

50
55
5100
5500
2800

N/A
N/A
N/A
N/A
N/A

No facility is available for printing information from the above machines.
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Connections of lead for Bilston built machines.

A 9 pin adaptor is now supplied with the printer kit as the RS232
plug has changed from a female to male connection.
Male/male adaptor - Part Number 4990.00413
Cable part number. - 4951.00243.

By using the Sankey printer and changing the Baud rate,data
bits and parity it is possible with the Sankey printer lead to
print off the statistics from the Zanussi range of equipment.
Machines tested:
Zenith,Brio,Brio250,Granmatti,Colibri,Starfood,Smart,Spring
Dual,Spazio.

Bilston produced machines were also tested using the Zanussi
printer lead with the Sankey printer.

Conclusion:

The Sankey printer or the Zanussi printer when set on the relevant settings
for machine being worked on can be used with either lead to retrieve the
audit information.

Printer kit part No: 4951.15006
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